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Outline
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• Comparison parts and use-cases to be tested

• Video selection
• Quality metrics
• Bitrate ranges
• Encoding limitations
• Encoding time
• Encoders score calculation
• Calculation of overall score (BSQ-rate)
• Hardware configuration
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Comparison parts and use cases (1)
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FullHD track* 4K track* Cloud track

● FullHD Objective 
Comparison

● Subjective Comparison
● FullHD Hardware 

Comparison

Objective and 
Subjective parts 
share encoder

● 4K Objective 
Comparison

● 4K Hardware 
Comparison

● Cloud Comparison

● Nov. 1 - Dec. 25: 
acceptance of codecs 
and presets for FullHD, 
Subjective parts

● December — January: 
codecs speed testing

● January — April: 
measurements

● To be announced ● January — March: 
measurements and 
subjective tests

*Parts of the tracks will be published approximately 
 at the same time
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Comparison parts and use cases (2)
Comparison part Videos Use cases

FullHD 
~50-60 videos, FullHD, 8-bit Real-time (~30 fps)

VoD (~5 fps)
Offline (~1 fps) 

Subjective comparison
~15 videos, FullHD, 8-bit Real-time (~30 fps)

VoD (~5 fps)
Offline (~1 fps) 

4K comparison 
~20 videos, 4K 10-bit Real-time (~30 fps)

VoD (~5 fps)
Offline (~1 fps) 

FPGA/Hardware-accele
rated/Ultra-fast 
encoding

~50 videos FullHD 8-bit
~20 videos 4K 10-bit

~60+ fps
Constraints for encoders 
(depending on a device)

Cloud ~15 videos, FullHD, 8-bit No speed limitations
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Video selection (1)

● FullHD comparison
○ ~50-60 videos, FullHD, 8-bit

● Subjective comparison
○ ~15 videos, FullHD, 8-bit

● 4K comparison
○ ~20 videos, 4K, 10-bit

● FPGA/Hardware-accelerated comparison
○ ~50 videos FullHD 8-bit
○ ~20 videos, 4K, 10-bit

Participants can send their videos to add them to the 
comparison set
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Video selection (2)
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• Test videos are chosen from open sources. We have more 
than 20000 videos

• All videos have high bitrate, they were generated by real users 
and downloaded from different resources (Vimeo, xiph.org, SVT)

• All videos have an appropriate license (CC-BY)
• All videos are in YUV420/YUV420p10

Year # FullHD 
videos

# FullHD 
samples

# 4K 
videos

# 4K 
samples

Total #  of 
videos

Total #  of 
samples

2016 3 7 882 2902 885 2909

2017 1996 4738 1544 4561 3540 9299

2018 4342 10330 1946 5503 6288 15833

2019 4945 12402 2091 6016 7036 18418

2021 4945 12402 2091 6016 7036 18418

2022 7379 19546 2091 6016 9470 25562

Bitrate distribution of video sequences 
from MSU video set by year
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Video selection (3)
Video Collections are divided into clusters by spatiotemporal 
complexity [1] 
• A number of clusters is 

equal to a number of 
required test set

• Videos that are close to 
the clusters centres are 
chosen as candidates. 
Final video set also 
includes videos from 
previous comparisons and 
other famous video collections

Participants can take part in voting for videos
[1] C. Chen et. al., “A Subjective Study for the 
Design of Multiresolution ABR Video Streams 
with the VP9 Codec,” 2016. 7



CS MSU Graphics&Media Lab (Video Group)
www.compression.ru/video

Quality metrics
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● Objective quality metrics: 
○ YUV-mse-PSNR-6:1:1, 
○ YUV-SSIM-6:1:1, 
○ Y-VMAF-0.6.1,
○ Y-VMAF-NEG

● Other objective quality metrics (in HTML report): U-, V- 
scales, other VMAF versions, other YUV averaging

● Subjective: quality ranks extracted from pairwise 
comparison using Bradley-terry model

Metrics calculation: via MSU VQMT 14 
http://compression.ru/video/quality_measure/video_measurement_to
ol.html

http://compression.ru/video/quality_measure/video_measurement_tool.html
http://compression.ru/video/quality_measure/video_measurement_tool.html
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Bitrate ranges
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● Bitrate ranges
○ We align the encoders' speed by quality on 5-7 publicly available videos 

that represent the complexity of the set. 
○ We will use 4 main objective quality metrics for speed-quality alignment
○ Each encoder should have relative speed less than 100% (faster) to 

reference encoder by all metrics
○ Only one submission iteration (3 presets for each usecase allowed)

● Approximate bitrate ranges covered by the reference 
encoders differ by encoder standard and video type:
○ FullHD H.264: 1, 2, 4, 6, 8, 10, 12, 15 Mbps
○ FullHD H.265: 0.7, 1, 2, 3, 4, 6, 8, 10 Mbps
○ FullHD AV1, VVC: 0.25, 0.5, 1, 2, 3, 4, 6 Mbps
○ 4K H.264: 2, 4, 6, 8, 10, 14, 20 Mbps
○ 4K H.265: 2, 3, 4, 6, 8, 12 Mbps
○ 4K AV1, VVC: 0.5, 1, 2, 3, 4, 5, 6, 8 Mbps
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Encoding limitations
• Only Linux compatible encoders this year
• Participants can use multi-threading
• No limit for GOP size and intra-period
• No limit for the number of passes in the encoding. Total 

encoding time should fulfil the requirements
• CRF and VBR mode are used during all tests
• Encoder should be compatible with reference decoder, or a 

custom decoders should be provided
• Preferable codec interface — console codec version (with 

batch processing support — bitrate and file names must be 
possible to assign from the command line)

1
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Encoding time
● Each configuration (codec, video, use case, bitrate) is 

launched 3 times for excluding external effects (emissions 
due to overheating, caching, etc.), and the minimum 
operating time is taken as a result

● If the encoder produces non-deterministic results (r2r 
mismatch) with strong deviation (more than 1% of any of 
main metrics), we report it to the developers, the issue 
should be fixed

● Measurement of encoding time
○ An external time (full working time of encoder binary) 

measurement is used (including time of reading, writing of 
encoded video)

○ RAM is used to store FullHD, SSD — for 4K videos
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Encoders score calculation
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• Averaging of per-frame metrics results for the whole video — 
simple mean (average) value

• Linear interpolation of RD-curves
• Reference encoder — x265

• Results are averaged across all testing videos: simple mean 
(average) value, for speed and for quality
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Encoders score calculation
Special cases
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Non-monotonic RD curve: outliers are excluded before the 
interpolation
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Encoders score calculation
Special cases
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Non-overlapping RD curves: additional measurements are 
made at lower/higher bitrates
• Reference encoder is measured on lower bitrates
• For comparison of two non-reference encoders: lower bitrates 

for leaders are measured until the intersection

Purple part of the 
curve - additionally 
measured bitrates to 
reach the intersection
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1. Compute the average bitrate ratio for a fixed quality is to invert the axes 
of the bitrate/quality graph

2. Average the interval over which the quality axis is chosen. The averaging 
is only over overlapping segments

3. Calculation of the area under the curves in the chosen interpolation 
segment and determination of their ratio 

Calculation of overall score
Bitrate for the same quality rate (BSQ-rate)

15



CS MSU Graphics&Media Lab (Video Group)
www.compression.ru/video

Clarity and fairness of the publication 
• For each participant, the following information is fixed 

before the measurement begins and cannot be updated 
afterwards:
• encoder name
• encoder developer
• developer contacts
• publication conditions 

• Each team can only publish one encoder (preset) for 
each standard

• We will share for each metric published on the site the 
place of the encoder (including private ones, without 
names)

• Results will be aligned to have approximately same 
number of points 5-7 for each encoder
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Hardware Configuration
● CPU: Intel Core i7 12700K
● RAM: 4x16GB (64GB)
● SSD: 1Tb
● OS: Ubuntu 22.04 LTS

1
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Contact

For any questions about comparison methodology 
and participation:

videocodec-testing@graphics.cs.msu.ru
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